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RFM-TXE                                                                               
Modulo conver tore lancia impulsi /  Wireless M-Bus 868 MHz 
 

Descrizione prodo      
Il modulo RFM-TXE è un disposi vo che consente di conver re gli impulsi ricevu  in 
ingresso in un segnale Wireless M-Bus. È dotato di due ingressi, dunque è possibile 
collegare simultaneamente �.no a due contatori lanciaimpulsi. 
Il disposi vo deve essere con�.gurato tramite il so ware di con�.gurazione B METERING. 
Questo perme e di impostare il tempo di u zzo, le diverse opzioni di funzionamento 
e consente di creare liste di disposi vi. Si rimanda al manuale del so ware per una 
descrizione de agliata delle funzioni e delle opzioni di con�.gurazione disponibili.  
Il modulo può essere collegato ad un contatore 
o gas, dotato di uscita impulsiva.  
 

Contenuto della confezione 
�ƒ Modulo RFM-TXE 
�ƒ Sigillo an -manomissione 
�ƒ  
 

Da  tecnici 
�ƒ Temperatura di funzionamento: da +1°C a +55 °C 
�ƒ Alimentazione:       
�ƒ  
�ƒ Interfaccia radio: WMBUS EN14757-4 @868MHz [<10mW]  
�ƒ Con�.gurazione: tramite so ware B METERING e ricevitore RFM-RX2/RX3  
�ƒ Livello protezione: IP65 
�ƒ Portata di trasmissione: �.no a 300  metri* * *  
�ƒ Dimensioni: 70mm x 139mm H=35mm  
�ƒ Peso: 100g 

 
* Le ba erie sono sos tuibili, i ricambi sono forni  da B METERS, NON SOSTITUIRE con pi erra .  
La disconnessione della ba eria dalla scheda causa la perdita della con�.gurazione, sarà necessario 
ricon�.gurare il disposi vo. 
**  La vita della ba eria dipende dalle impostazioni rela ve alla �.nestra temporale di u lizzo in fase di 
con�.gurazione e dalle condizioni ambientali. Una s ma della vita della ba eria viene fornita dal 
so re. 
** * in condizioni di propagazione o mali, i valori  della portata dipendono dalle condizioni �.siche 
(costruzione edi�.cio, situazione clima ca,…) nelle quali si propaga il segnale radio possono quindi 
variare. 
 

Installazione 
L’installazione è prevista a muro, tramite �.ssaggio con vi  sui due fori laterali.  Si 
consiglia di �.ssare il modulo RFM-TXE lontano da masse metalliche o da qualsiasi 
potenziale schermatura radio. 

 
 

Per aprire il contenitore, svitare le qua ro vi  ai ver ci del coperchio e sollevarlo 
delicatamente. 

 
 
Collegamen  
Inserire i cavi dei disposi vi lanciaimpulsi all’interno dei due passa cavi disponibili come 
indicato in �.gura: Input1 e Input2 
Input 1: Conne ere i �.li per il conteggio degli impulsi ai morse  A e B indica  in �.gura. 
I morse  C e D sono riservat i a contatori muni  di opzione an frode.  
Input 2: Conne ere i �.li per il conteggio degli impulsi ai morse  E e F come indicato in 
�.gura. I morse  G e H sono riserva  a contatori muni  di opzione an frode. 
 

T
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ipologia dei conta  
Morse  di conteggio: A (+), B (-) per contatore n.1 e E, F per contatore n.2. 
E’ necessario collegare un disposi vo lancia impulsi con conta o NO (normalmente 
aperto), il quale si chiude all’invio dell’impulso. 
Morse  opzione an frode: C, D per contatore n.1 e G, H per contatore n.2.  
È necessario collegare un disposi vo con conta o an frode NC (normalmente chiuso) 
riportando il livello di tensione di massa ai morse  C (contatore n.1) e G (contatore 
n.2). Alla mancanza del segnale di massa portato a ques  morse  (il conta o si è 
aperto) il modulo segnala l’allarme frode. Vedere scheda “Connessioni piche lancia 
impulsi modulo TXE” per maggiori de agli. 

 

indicato dalla freccia in �.�P�µ�Œ�� (oppure premere il pulsante accanto). 

Durante la fase di ���}�v�.�P�µ�Œ���Ì�]�}�v�� il LED rosso lampeggerà. Per le istruzioni di ���}�v�.�P�µ�Œ��-

 Input 1: Numero di serie + 01 (ad esempio: 12345601);
 Input 2: Numero di serie + 02 (ad esempio: 12345602).

  
 

 

 

 

Precauzioni di sicurezza 
�ƒ Durante il processo di installazione, maneggiare il disposi vo con cura, non 

schiacciare, non esporre a cariche ele rosta che che potrebbero danneggiare 
irrimediabilmente il disposi vo, non installare vicino a sorgen  di calore (come 
radiatori, condizionatori, conve ori ecc..). 

�ƒ
europea 2011/65/UE (RoHS) e successive modi�.che. Alla���.ne del ciclo di vita del 

 
�ƒ Il modulo RFM-TXE funziona in modo a�8dabile nelle condizioni ambientali 

speci�.cate in questo manuale. Eventuali interven  non autorizza  e/o 
cambiamen  di uso e funzionamento possono provocare malfunzionamen  o il 
danneggiamento del prodo o. 

 

Garanzia 
Il periodo di garanzia è posto a 24 (ven qua ro) mesi dalla data di spedizione del 
materiale. Tale garanzia è limitata a vizi di proge azione, materiali e lavorazione 
evidenzia si in condizioni di normale u lizzo e manutenzione. Questa garanzia è valida 
ed eseguibile nel paese in cui è stato acquistato il prodo o. Nel caso dell'Unione 
Europea, la garanzia è valida per tu  i paesi della Comunità. 
Per o enere il servizio di garanzia, è richiesto di rispe are le seguen  clausol e: 
1. I prodo  devono essere consegna  per la riparazione a spese del Cliente. 
2. La garanzia del prodo o sarà sogge a alla mostra di un documento �.scale 

(fa ura di vendita), che a esta la data di acquisto del prodo o.  
3. La riparazione non in�Guisce sulla data originale della scadenza della garanzia e 

non comporta il rinnovo o la proroga.  
4. Se al momento della riparazione il prodo o non presenta alcun dife o, verrà 

addebitato il costo dell'analisi tecnica. 
5. La garanzia è nulla se il guasto è dovuto a: impa , cadute, abuso del prodo o, 

u zzo di ba erie non originali, inciden , alterazioni del prodo o, sos tuzione /  
distacco delle guarnizioni e /  o manomissioni del prodo o. Allo stesso modo, non 
vi è copertura anche per i danni causa  durante il t rasporto se le confezioni 
u zzate non sono idonee. 

6. La garanzia non copre la ba eria del prodo o. 
7. La garanzia non copre l'incapacità di u izzare il prodo o, altrimen  causano 

danni accidentali o consequenziali o altre spese sostenute dall'acquirente. 
8. La garanzia non copre eventuali danni causa  da un u lizzo diverso da quello 

indicato nel presente manuale. 

 
Assistenza sui prodo  
Nel caso in cui il prodo o dovesse richiedere assistenza tecnica, conta are il Vs. 
fornitore         

. 

 
Dichiarazione di Conformità 

RFM-TXE

La dichiarazione completa può essere scaricata dal sito web u�8ciale 
www.bmeters.com. 

 
 

 
 
Info Con  
 

B METERS Srl 
 
Via Friuli 3 
Gonars (UD) – 33050  
Italia 

Tel: +39 0432931415 - +39 04321690412 
Fax: +39 0432992661 
E-Mail (vendite/ informazioni): info@bmeters.com  

  
 

 

Guida rapida per l’installazione

Durata massima della ba eria: massimo 10 anni**

Assistenza tecnica al seguente link:

Web: 

ba eria al li o 3.6V - 3.8 Ah*

�ƒ

�ƒ
�ƒ
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RFM-TXE                                                                

Pulse to wM-Bus 868 MHz converter module 
 

 
Product descrip on     
The RFM-TXE module is a device that allows to convert the incoming input pulses into 
a Wireless M-Bus signal. It is equipped with two inputs, so it is possible to 
simultaneously connect up to two pulse emi er devices. 
The device must be configured by using the B METERING configura on so ware.  
This allows to set the working e, all the other working op ons and it allows to 
create devices lists. Please refer  to  the  configura on so ware  manual for a  detailed 
descrip on of the configura on features and op ons available.  
The module can be connected to any water, heat, electricity or gas meter equipped with 
pulse output.  
 
Package Content 
 RFM-TXE module 
 An -tampering seal 
 Quick installa on user guide 
 
Technical data 
 Working temperature: From +1°C to +55 °C 
 Power supply voltage: lithium  ba ery   3.6V - 3.8Ah*  
  
 Radio interface: wM-BUS EN14757-4 @868MHz [<10mW]  
 Configura on: by using B METERING so ware and RFM-RX2/RX3 receiver  
 Protec on level: IP65 
 Transmission capacity: up to 300  meters*** 
 Dimensions: 70mm x 139mm H=35mm  
 Weight: 100g 

 
* Ba eries are replaceable, spare ba eries are supplied by B METERS, DO NOT REPLEACE the ba ery 
with wrong types. Disconnec ng all the ba ery from the board will cause the configura on lost, it will 
need to reconfigure the device. 
** The ba ery life strongly depends on the working me window, set during the configura on process, 
and on the environmental condi ons. Es ma on of the ba ery  life is given by the configura on 
so re.  
*** Under op mal propaga on condi ons, the radio range depends on physical condi ons (building 
construc ons, clima c condi ons, …) where propaga on of the radio signal can therefore vary.  
 
Installa on 
The module should be mounted on the wall, with screws. It is recommended to fix the 
RFM-TXE in away from metal masses or any poten al radio shielding.  

 
 

To open the device, remove the four screws on the edges of the cover and li  it 
carefully. 

 
 
Connec ons 
Plug the cables of pulse output devices passing through the two rubber cable-glands 
available, marked as Input 1 and Input 2 in the picture above. 
Input 1: Connect the wires of the pulse output to the A and B terminals as shown in the 
picture. C and D terminals are dedicated for the pulse devices with an -fraud output. 
Input 2: Connect the wires of the pulse output to the E and F terminals as indicated in 
the picture. G and H terminals are dedicated for the pulse devices with an -fraud 
output. 

 Contacts type 
Coun ng contacts: A (+), B (-) for meter n.1 and E, F for meter 2: it is necessary to
connect a  pulse output device with a normally open (N.O.) contact, which closes
when a pulse occurs.  
An -fraud contacts: C, D for meter n.1 e G, H for meter n.2: it is necessary to connect a 
device with, normally closed (N.C.) an -fraud contact, connec ng the ground voltage 
level to the C terminal (meter N°1) and G terminal (meter N°2).  
When the ground signal on these terminals is lost (the contact has opened, the fraud 
alarm will be triggered. Check the document TXE Typical connec ons of the pulse 
output devices for more informa on. 

 

Configure the module using the RFM-RX2 or RFM-RX3 receiver and the B Metering 

The default addresses are as follows:
 Input 1: Serial number + 01 (e.g.: 12345601);
 Input 2: Serial number + 02 (e.g.: 12345602).

screws and apply any tamper-evident seals if necessary. 
Safety 

During the installa on process, handle the device with care, don’t crush, don’t 
bent, don’t exposure to electrosta c discharges which could damage permanently 
the device, do not install close to heat sources (radiators, condi oners, convectors 
etc..). 

The device doesn’t contain hazardous materials in accordance with European 

Do not burn or undergo high temperatures.

 
 

 




The RFM-TXE works reliably in the environmental condi ons specified in this 
manual. Any unauthorized interven on and/or modifica on may cause 
malfunc ons or total damaging of the product. 

 
Warranty 
The warranty period is set at 24 (twenty-four) months from the date of the shipping of 
the material. Warranty is against defects in materials or workmanship when the 
product is properly used and maintained in normal efficiency. This Warranty is valid and 
enforceable in the country where the product was purchased. In the event that the 
product has been purchased in a country of the European Union, the warranty is s ll 
valid in all countries of the Community. 
 
To obtain warranty service, it is requested to comply with the following clauses:  
1. Products must be delivered for repair at the expense of the customer.  
2. The product warranty will be subject to the exhibi on of a tax document (receipt, 

receipt or bill of sale), which a ests to the date of purchase of the product.  
3. The repair will not affect the original date of expira on of the warranty and will 

not involve the renewal or extension thereof.  
4. If at the me of the repair, the product has not any defect, it will be charged the 

costs of the technical analysis. 
5. The warranty is void if the failure was due to: impacts, falls, misuse or abuse of 

the product, use of non-original ba eries, accidents, product altera on, 
replacement/detachment of seals and/or product tampering. The same also 
does not cover damage caused during transport if packages used are unsuitable.  

6. The warranty is not covering the ba ery of the product.  
7. The warranty does not cover the inability to use the product, other costs 

incidental or consequen al damages or other expenses incurred by the 
purchaser. 

8. The warranty doesn’t cover damage to the product caused by usage in any other 
way than described in this manual. 

 
 
Support on the products 
If the product needs to be sent to the technical assistance, contact your dealer or 
contact the BMETERS A er sales service at the following link:  
 

Declara on of Conformity 
Hereby, B METERS, declares that the RFM-TXE device is in compliance with the 

www.bmeters.com.

 
  

 
 
Contact Info 
 

B METERS Srl 
 
Via Friuli 3 
Gonars (UD) – 33050  
Italy 

Tel: +39 0432931415 - +39 04321690412 
Fax: +39 0432992661 
E-Mail (sales/informa ons): info@bmeters.com  

  
  

 

 

Maximum ba ery dura on: maximum 10 years**

Technical support at the following link:

Web:







